
MAESTRO 100 CENTER
ZgB 50-6-530C (MAESTRO 100) 9 6111 309 01

TECHNICAL DATA

System type 
Rated impedance 
Rated frequency range 
Rated input power 
Max. input power 
Sensitivity
Crossover frequencies 
Loudspeakers:

V

Dimensions
Mass

Finish: PVC

bass - reflex
• 6 n

45 - 25000 Hz 
50 W  

100 W  
85 dB 

3,5 kHz

2 xGDN 10/30/9 -12  Q 
GDWK 10/80T/1 - 8 Q

180x440x308  mm 
9 kg
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FREQ UENC Y RESPONSE CURVE
M easured in anechoic room at 1 W, 1 m, free field.
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LOUDSPEAKER SYSTEM
ZgS 5Q-6-53GC (MAESTRO 100) 9 8111 309

INDEKSY PODZESPOŁÓW SERWISOWYCH

GDN 10/30/9 - 12 ohm 
GDWK 10/80T/1 -8  ohm 
Zwrotnica elektryczna

9 5151 275 22
8 4141 041 39 (membrana)
9 5291 144 22

8 4171 329 01
6,3 ohm

GDWK 1G/80T/1 
8 ohm

SCHEMAT ZW ROTNICY ELEKTRYCZNEJ
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