
_______
IB8C SPEAKER^

S P E C I F I C A T I O N S

N o m in a l D ia m e te r 2 0 0  m m  (8  in )

N o m in a l Im p e d a n ce 8  Q

M in im u m  Im p e d a n ce 6 .0  Q

P o w er H a n d lin g  

N o m in a l (A E S )1 

C o n tin u o u s  P ro g ra m 2

2 5 0  W  

5 0 0  W

S e n s it iv ity  ( l W / l m ) 3 9 2  d B

F req u en cy R a nge 5 0  -  4 0 0 0  H z

Vo ice  Coil D ia m e te r 5 1  m m  (2  in )

W in d in g  M ateria l C o p p e r

F o rm e r M ateria l G la s s  F ib r e

W in d in g  D epth 1 7  m m  ( 0 .6 5  in )

M a g n e tic  G ap  D epth 8  m m  ( 0 .3 1  in )

F lu x  D en s ity 1 .1 5  T

M a g n et M a te ria l N e o d y m iu m  In s id e  S lu g

W a te rp ro o f C one T rea tm e n t F ro n t  S id e

Also available In 16 Q, data upon request

Fs 5 2  H z O vera ll D ia m e te r 2 2 5  m m  ( 8 .8  in )

Re 5 .1  Q Bolt C irc le  D ia m e te r 2 1 0  m m  ( 8 .3  in )

Qes 0 .4 2 B a ffle  C u tou t D ia m e te r 1 8 7  m m  ( 7 .4  in )

Q m s 1 2 .3 D epth 9 0  m m  ( 3 .5  in )

Qts 0 .4 Flange  and G aske t Th ickness 1 1  m m  ( 0 .4 3  in )

Vas 1 8  d m 3 ( 0 .6 3  f t 3) A ir  vo lu m e  occup ied  by driver 1 .1  d m 3 ( 0 .0 4  f t 3)

Sd 2 2 0  c m 2 ( 3 4 . 1  in 2) Net W e ig h t 1 .8  k g  ( 4 .0  lb )

n0 0 .6  % S h ip p in g  W e ig h t 2 .2 5  k g  ( 4 .9 6  lb )

X  m a x ± 6 .5  m m S h ip p in g  Box 2 5 5 x 2 5 5 x 1 5 0  m m

X  va r ± 8 .0  m m ( 1 0 . 0 4 x 1 0 . 0 4 x 5 . 9 0  in )

M m s 3 5  g

Bl 1 1 .8  T -m S e rv ic e  kit R C K 0 0 8 B G 5 1 -8

Le 0 .5  m H

EBP 1 2 3  H z

Two hour test made with continuous 
pink noise signal (6 dB crest factor) 
within the specified range Fs-10Fs. 
Power calculated on rated minimum 
impedance. Loudspeaker in free air.

2 Power on Continuous Program is 
defined as 3 dB greater than the 
Nominal rating.

3 Applied RMS Voltage is set to 2.83 V  
for 8 ohms Nominal Impedance.

4 Thiele-Small parameters are measure 
after a high level 20 Hz sine wave 
preconditioning test.
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