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FE
COAX 
I ALS

S P E C IF IC A T IO N S

Nom. D iam eter 210 mm (8 in)

Nom. Im pedance 8 Q

M inim um  Im pedance 6 Q  (L F ), 7 Q  (H F)

Frequency Range 69 -1 8 0 0 0  Hz

Dispersion A n g le1 100°

Magnet Material Ferrite  R ing

W aterproof cone treatm ent Front side

LF UNIT
Sensitiv ity ( lW / lm ) 2 96 dB

Power Handling Nom. (AES)3 250 W

Continuous Program 4 500 W

Voice Coil Diam eter 51 mm (2 in)

W ind ing  Material A lum inium

Flux Density 1.0 T

Form er Material G lass Fibre

W inding Depth 17.5 mm (0 .69 in)

Magnetic Gap Depth 8.0 mm (0 .31 in)

HF UNIT
Sensitiv ity ( lW / lm ) 2 104 dB

Power Handling3 50 W

Continuous Program 4 100 W

500 W 100° S in g le  fe rr ite

c o n tin u o u s  p rog ra m  
p o w e r c a p a c ity

n o m in a l co ve ra g e m a g n e t a s s e m b ly

96 dB 69 -18000 Hz
s e n s it iv ity re s p o n s e

Voice Coil D iameter 44 mm (1 .7  in)

W inding Material A lum in ium

Diaphragm  Material Polyim ide

Recom m ended Crossover5 1.8 kHz

Flux Density 1.8 T

Inductance 0.11 mH

M O U N T IN G  AN D  S H IP P IN G  IN FO R M A TIO N

Overall D iam eter 225 mm (8 .8 in)

Bolt Circle D iam eter 210 mm (8 .3  in)

Baffle Cutout D iam eter 187 mm (7 .4  in)
Depth 118 mm (4 .6 in)

Flange and Gasket Thickness 10 mm (0 .3 7  in)

Net W eight 5.1 kg  (1 1 .2  lb)
Shipping W eight 5 .6  kg  (1 2 .3  lb)

Shipping Box 2 9 5x31 4x17 5 mm

( 1 1 .6 1 x1 2 .3 6 x6 .8 9  in)

1 1 Included by-6  dB down points.
2 Applied RMS Voltage is set to 2.83V.
3 LF - Two hour test made with

continuous pink noise signal (6 dB
crest factor) within the range Fs-10Fs. 
Loudspeaker in free air.

T H IE L E  & S M A L L  P A R A M ETER S

Fs 69 Hz

Re 4.9 Q

Qes 0.36

Qms 6.3

Qts 0.34

Vas 16 dm3 (0 .56  f t3)

Sd 220 cm 2 (3 4 .1  in2)

n0 1.4 %
X  max ± 6.5 mm

X var ± 6 mm

Mms 22 g
Bl 11.5 T-m

Le 0.9 mH

EBP 191 Hz

Service kit LF R CK 0 08 FC X4 4-8
Service kit HF M M D400-8

4 Power on Continuous Program is 
defined as 3 dB greater than the 
Nominal rating.

5 12 dB/oct. or higher slope high-pass 
filter.

HF - Two hour test made with 
continuous pink noise signal (6 dB 
crest factor) within the range from the 
recommended crossover frequency to 
20 kHz. LF and HF Power calculated on 
rated minimum impedance.
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