
P A T R I O T  G U I T A R  S E R I E S

GUIT-FIDDLE
Finally, a 12" speaker voiced 
specifically for fiddle. Reduced bow 
friction noise and tame upper-mids. 
It's also great for guitar if you want 
th ick tone w ith  warm, smooth, 
more mellow mids and highs.
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S P E C I F I C A T I O N M O U N T I N G  I N F O R M A T I O N M A T E R I A L S  O F  C O N S T R U C T I O N

Nominal Basket D iameter 12", 305 mm Enclosure Type Copper voice coil
Nominal Impedance* 8 f i Closed Back Acceptable Polyimide form er
Power Rating* 50 W Open Back Acceptable Ferrite m agnet
Resonance (Fs) 82.2 HZ Driver Volume Displaced 0.071 cu.ft., 2 liters Non-vented core
Usable Frequency Range 80 HZ-4 .5  kHz Overall Diameter 12.17", 309.1 mm Pressed steel basket
Sensitivity* 100.1 dB Baffle Hole Diameter 11.13", 282.7 mm Hemp cone™
DC Resistance (Re) 7.34 f i Depth 5.1", 129.5 mm Paper cone edge
Qts 0.56 Front Sealing Gasket Yes Zurette dust cap
M agnet W eight 38 OZ. Rear Sealing Gasket Yes
Gap Height 0.31", 7.9 mm M ounting Holes Diameter 0.24", 6.1 mm
Voice Coil Diameter 2.0", 50.8 mm M ounting Holes B.C.D. 11.75", 298.54 mm

Net W eight 7.9 lb s , 3.58 kg
Shipping W eight 9.8 lbs , 4.45 kg

See footnotes on page 155 fo r inform ation regarding usable frequency range, 
nominal impedance, pow er rating and sensitivity.
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