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PROFESSIONAL DRIVER 
V'2”  -  HDA Cone -  170 mm

O  HDA (High Definition Aerogei) cone

O Very high efficiency (99 dB)

O  Rubber impregnated textile suspension

O  Ultra stiff die cast chassis

O  Kapton voice coil former

O  Flat CCAW voice coil

O  Gold plated terminals

O  Black zinc passivated top /  bottom plate for 
high heat dissipation

4 holes ^  5,2 recessed 
(j> 10 at 90° on ^171,8

4,8 x 0,8 © All dimensions in mm

R e s p o n s e  C u r v e W a t e r f a l l

Sensitiuity Mag dB SPL/uatt (8 ohns, P0.50 meters) (8.10 oct)

Response Curve : ___  on axis
------ 30° off-axis 60° off-axis

I iv p e d a n c e  C u r v e Cumulative Spectral Decay Log Frequency - Hz

SPECIFICATIONS
Techn ica l c h a ra c te r is t ic s  S y m b o l V a lu e  U n its

PRIMARY APPLICATION
N o m in a l Im p e d a n c e Z 8 Q

R e s o n a n c e  F re q u e n c y Fs 185 Hz

N o m in a l P o w e r H a n d lin g P 100 W

S e n s itiv ity E 99 dB

VOICE COIL

V o ice  C o il D ia m e te r i> 40 m m

M in im u m  Im p e d a n c e Z m in 6 ,8 Q

D C  R e s is ta n c e Re 6,2 Q

V o ice  C o il In d u c ta n c e Lbm 0 ,7 3 mH

V o ice  C o il L e n g th h 7 m m

F o rm e r K a p to n

N u m b e r o f L a ye rs n 1

MAGNET

M a g n e t D im e n s io n s <j)X h 12 0  x 20 m m

M a g n e t W e ig h t m 0,88 kg

F lux  D e n s ity B 1,4 T

F o rce  F a c to r BL 10 NA-1

H e ig h t o f M a g n e tic  G ap He 6 m m

S tra y  F lux F m a g A m '1

L in e a r E xcu rs io n X m a x ±0 ,5 m m

PARAMETERS

S u s p e n s io n  C o m p lia n c e C m s 0 ,9 .1 0 '3 mN-1

M e c h a n ic a l Q F a c to r Q m s 2,19

E le c tr ic a l Q F a c to r Q es 0,49

Tota l Q F a c to r Q ts 0 ,40

M e c h a n ic a l R e s is ta n c e R m s 2,60 kg  sr'

M o v in g  M a ss M m s 6 ,2 .1 0 '3 kg

E ffe c tiv e  P is to n  A re a S 1 ,4 .1 0 '2 m 2

Volume Equivalent of Air at Cas V as 3 ,3 1 .1 0 '3 m 3

M a s s  o s  S p e a ke r M 2,5 kg

S u g g e s t e d  A p p l i c a t i o n s

C r o s s o v e r

F r e q u e n c y

S lo p e S e l f

In d u c t a n c e

R e s is t a n c e C a p a c i t o r C a p a c i t o r ! P o w e r

H a n d l in g

Fc s L R c C1 p

Hz dB/Oct. mH Q |4F w

600 18 1,5 - 20 33 100



A  U P A X Módium 17 cm aórogel 8 ohms PR170Z0

Impedance................................8 ohms
Resonance..................... 185 Hz
Puissance nominate <iec) 100 W 
Sensibility prowm) . . . .  99.0 dB

Resistance <dcj...........6.2 ohms
Inductance...........................0.73 mH
Xmax............................. ±0 .5  mm
Qms........................................ 2.19
Q e s ........................................ 0.49
Qts.......................................... 0.40
Vas.......................................3.31 I

Diamćtrc bobinę.............. 40 mm
Hauteur bobinę........................ 7 mm
Support........................... kapton
Nb. couches..............................1
Type de f l l ..............................plat
C h a m p ......................... 10.0 NA
Masse mobile................. 6.20 gr

Membrane....................... aerogel
Suspension . .  textile imprćgnć
Saladier........................... zamack
Poids...............................2.5 kg

CLa technologie aćrogel associće au chassis moulć ultra-rigide 
permettent d'obtenir une reproduction trts  puissantes 

de mtdiums d'une grande dartre.


