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Technical Characteristics Symbol Value

SPECIFICATIONS

Nominal Impedance Z 8 u
Resonance Frequency Fs 55 Hz
Nominal Power Handfcng P 150 W
Sensitivity E 97 dB

VOICE COIL
Voce coil diameter 0 70 mm
Minimum Impedance Zmm 7 U
DC Resistance Re 6 U
Voice Coil Inductance Lbm 0.61 mH
Voice coil Length h 15 mm
Former Kapłon
Number of layers n 1

MAGNET
Magnet dimensions 0 x h 184 x 20 mm
Magnet weight m 1.91 kg
Flux density B 1.2 T
Force factor BL 14,1 NA'
Height of magnetic gap He 7 mm
Stray flux Fmag Am'
Linear excursion Xmax ±4 mm

APPLICATION PARAMETERS
Vb Box volume dm’
Fb Tuning frequency Hz
Dp Port diameter cm
Lp Port length cm
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Please refer fo method of measurement and measurement conditions pages 15 to t9. 
Audw m»y poor noHcatcn roodfy no ipecCcalferw on its proAcie twiner to 'ese»rcn arw oevei:cne«r requiwoer̂



LA PASSION DU HAUT PARLEUR WOOFER
100895W

PR550T0

13" - PAPER CONE DRIVER - 330 m m
PROFESSIONAL LINE

High efficiency - 97 dB - High power 150 W
C oa ted  te x tile  suspension
U ltra  s tif f  d ie  cast chassis
H ea t s ink  design
V ented p o le  p iece
Kapton vo ice  c o il fo rm er (70 m m  0 )
Flat c o p p e r w ire
C o ld  p la te d  b id in g  post______________

Haul rendement -97 dB - Puissance efevk 150 W 
Suspension to ile  tra itće  
Chassis m o u lć  u ltra -rig id e  
A ile ttes  d e  re fro id issem en t 
N oya u  v e n tile
Bobinę sur support Kapton ( 0  70 mm)
Fil c u iv re  p la t sur cha nt 
Bornes p lag uće s o r

This 13" woofer is ideally suited for 2 or 3 way monitor and compact, high quality club installations. Professional features. Large Magnet 
with Vented Pole Piece. High Sensitivity. High Heat Dissipation, Heat Sink Chassis. The flat copper wire voice coil is wound onto a 
fiberglass reinforced Kapton former for exceptional power handling (150 W i. Cold plated binding posts fitted onto the Ultra stiff die 
cast chassis arc designed to accept large diameter cables. The "suggested applications'* charts indicate various driver loads .The 
response curves shown on the diagram indicate the predicted low end response of the driver in the suggested box volume <Vb) with 
suggested port (Dp-l p).

Ce haut-parleur de 330 mm est partirulióremcnl destint'1 a une utilisation en systfeme monitcur 2 ou 3 voies ainsi qu*a des installations 
discotheques compactcs do quality. Son tr^s haul rendement rćsulle de I association d un large systfrme magntftique (180 mm) et d'une 
bobinę de 70 mm sur support Kapton renforte fibre de verre en fil de cuivre plat sur chant, le  saladier ultra rigide en Zamak mouk* a 
ailettes de refroidissement, le noyau ventile optimisent la dispersion de chaleur. Les borniers plaques or permettent ('utilisation de cables 
de forte section. Le tableau “Suggested applications* indique dirferents typos de charge. Les courbes publiees correspondent a la reponse 
dans le grave pour un volume (Vb) et une dimension d'(S'cnt donntfe 0>p-l p>.
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