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8Ω FREQUENCY RESPONSE

Celestion International Ltd, Claydon Business Park, Great Blakenham, Ipswich, IP6 0NL, England 
Tel: +44 (0)1473 835300 Fax: +44 (0)1473 835301 info@celestion.com www.celestion.com

SUPER 8
The Super 8 is especially designed to bring
the Celestion signature sound to rehearsal
combos - for those who will never
compromise their sound.

GENERAL SPECIFICATIONS
Nominal diameter  . . . . . . . . . . . . . . . . . 8", 203mm 
Power rating  . . . . . . . . . . . . . . . . . . . . . . . . . . 15W 
Nominal impedance  . . . . . . . . . . . . . . . . . . . . . 8Ω
Sensitivity  . . . . . . . . . . . . . . . . . . . . . . . . . . . 93dB 
Chassis type  . . . . . . . . . . . . . . . . . . . Pressed steel 
Voice coil diameter  . . . . . . . . . . . . . . . 1", 25.4mm
Voice coil material  . . . . . . . . . . . . . . Round copper
Magnet type  . . . . . . . . . . . . . . . . . . . . . . . Ceramic
Magnet weight  . . . . . . . . . . . . . . . . . . . 6oz, 0.17kg
Frequency range  . . . . . . . . . . . . . . . . . 100-5000Hz
Resonance frequency, Fs  . . . . . . . . . . . . . . . 105Hz
DC resistance, Re . . . . . . . . . . . . . . . . . . . . . . 6.5Ω

MOUNTING INFORMATION
Diameter  . . . . . . . . . . . . . . . . . . . . . . 8.1", 205mm
Overall depth  . . . . . . . . . . . . . . . . . . . . 2.8", 72mm 
Magnet structure diameter  . . . . . . . . . . . 2.8", 72mm
Cut-out diameter  . . . . . . . . . . . . . . . . 7.2", 183mm 
Mounting slot 
dimensions  . . . . . . . . . . . . . 0.19 x 0.31", 5 x 8mm
Number of mounting slots  . . . . . . . . . . . . . . . . . . 4
Mounting slot PCD . . . . . . . . . . . . . . . 7.7", 195mm
Unit weight  . . . . . . . . . . . . . . . . . . . . . 1.3lb, 0.6kg


