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TUBE 10
Like the name suggests, this one sounds
great when driven by tube amplification.
Designed to deliver maximum response
and classic tone, this is an impressive
speaker.

GENERAL SPECIFICATIONS
Nominal diameter  . . . . . . . . . . . . . . . . 10", 254mm 
Power rating  . . . . . . . . . . . . . . . . . . . . . . . . . . 30W 
Nominal impedance  . . . . . . . . . . . . . . . . 4Ω & 8Ω
Sensitivity  . . . . . . . . . . . . . . . . . . . . . . . . . . . 94dB 
Chassis type  . . . . . . . . . . . . . . . . . . . Pressed steel 
Voice coil diameter  . . . . . . . . . . . . . . 1.5", 38.1mm
Voice coil material  . . . . . . . . . . . . . . Round copper
Magnet type  . . . . . . . . . . . . . . . . . . . . . . . Ceramic
Magnet weight  . . . . . . . . . . . . . . . . . . 17oz, 0.48kg
Frequency range  . . . . . . . . . . . . . . . . . . 85-5000Hz
Resonance frequency, Fs  . . . . . . . . . . . . . . . . 91Hz
DC resistance, Re  . . . . . . . . . . . . . . 3.89Ω & 6.7Ω

MOUNTING INFORMATION
Diameter  . . . . . . . . . . . . . . . . . . . . . 10.1", 256mm
Overall depth  . . . . . . . . . . . . . . . . . . . . 3.8", 96mm 
Magnet structure diameter  . . . . . . . . . . . 3.8", 96mm
Cut-out diameter  . . . . . . . . . . . . . . . . . 9", 229mm 
Mounting slot 
dimensions  . . . . . . . . . . . . . 0.24 x 0.35", 6 x 9mm
Number of mounting slots  . . . . . . . . . . . . . . . . . . 4
Mounting slot PCD . . . . . . . . . . . . . . . 9.6", 245mm
Unit weight  . . . . . . . . . . . . . . . . . . . . . 3.5lb, 1.6kg




