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I N D U S T R I E S

FULL RANGE
VP170Z2 X04ZGT3011 
102192A

2 WAY COAXIAL 612” - HDA cone 
High impact polymer chassis 
1” textile dome

O  HDA (High Definition Aerogel) cone

O  Non resonant - corrosion-free - High impact 
polymer chassis

O  High-loss rubber surround

O  Kapton former voice coil

O  Gold plated terminals

O  1” Textile dome - neodymium magnet

O Built-in crossover (1st order)

102442M

Front

Rear

Response  Curve Wat ę  rf a 11

SPECIFICATIONS
T e c h n i c a l  c h a r a c t e r i s t i c s S y m b o l V a lu e U n i t s

PRIMARY APPLICATION

N o m i n a l  I m p e d a n c e Z 4 Q

R e s o n a n c e  F r e q u e n c y F s 5 6 , 3 H z

N o m i n a l  P o w e r  H a n d l i n g P 6 0 W

S e n s i t i v i t y  ( 2 , 8 3  V  -  1 m ) E 9 2 d B

VOICE: c o il

V o ic e  C o i l  D i a m e t e r ł 3 0 m m

M in i m u m  I m p e d a n c e Z m in 3 ,1 Q

D C  R e s i s t a n c e D c r 2 , 9 4 Q

V o ic e  C o i l  I n d u c t a n c e L b m 0 , 5 4 m H

V o ic e  C o i l  L e n g t h h 1 2 m m

F o r m e r - k a p t o n -

N u m b e r  o f  L a y e r s n 2 -

W i r e  t y p e - r o u n d -

W i r e  m a t e r i a l - c o p p e r

MAGNET

M a g n e t  D i m e n s i o n s 4>y, h 8 4  x  1 5 m m

M a g n e t  W e i g h t m 3 1 0 K

F lu x  D e n s i t y B 1 T

F o r c e  F a c t o r B L 4 , 6 3 N A "

H e i g h t  o f  M a g n e t i c  G a p H e 5 m m

S t r a y  F lu x F m a g - A m '1

L i n e a r  E x c u r s i o n X m a x ± 3 , 5 m m

PARAMETERS

S u s p e n s i o n  C o m p l i a n c e C m s 7 7 6 p m / N

M e c h a n i c a l  Q  F a c t o r Q m s 4 , 6 4 -

E l e c t r i c a l  Q  F a c t o r Q e s 0 , 5 0 -

T o t a l  Q  F a c t o r Q t s 0 , 4 5 -

M e c h a n i c a l  R e s i s t a n c e R m s 0 , 7 8 k g  s->

M o v i n g  M a s s M m s 1 0 , 2 9 g

E f f e c t i v e  P i s t o n  A r e a S 1 3 2 , 7 c m 2

V o lu m e  E q u iv a le n t  o f  A ir  a t C a s V a s 1 9 ,2 1 l i t e r s

M a s s  o f  S p e a k e r M 9 8 0 g

Cumulative Spectral Decay Log Frequency - Hz

S u gg e s t e d  A p p l i c a t i ons

V b Fb D p L p D
l i te rs H z c m c m H z

3 0 4 9 ,9 6 7 4 5 ,4

2 0 5 0 ,9 6 12 5 3 ,2



/ V U D A X VP170Z2
1 'aćrogel associć a un dome 25mm textile 

permet d'obtenir une reponse en frequence tret etendue 
et une bonne darte dans les graves/mfdiums

Coaxial 17 cm aerogel 4 ohms

Im pedance..................................4 ohms
Resonance..................  55.55 Hz
Puissance nominale <iecj . 60 W 
Sensibilite (zsswim) . . . .  92.0 dB

Resistance (dci.........2.73 ohms
Inductance............................ 0.61 mH
Xmax.......................................±3.5 mm
Qm s.......................................... 6.20
Q e s .......................................... 0.51
Qts............................................ 0.47
Vas...................................... 17.99 I

Diamćtre bobinę...............30 mm
Hauteur bobinę....................... 12 mm
S up p o rt.............................kapton
Nb. c o u c h e s...............................2
Type de f i l .............................rond
C h a m p .......................... 4.60 NA
Masse mobile................11.29 gr

Membrane........................ aćrogel
Suspension......................gomme
Saladier.........polymere injecte
P o ids............................... 1.0 kg


