
MARCONI D.C. MAINS V A LVES

DS, Screen Grid, 
6

M arconi DS is a  screen grid 
valve of high efficiency, h a v 
ing an  exceptionally  low 
anode-grid cap acity  -— less 
th a n  .002 m icro-m icro-farad 
— and specially  su itab le  for 
use in  th e  H .F . stage of all 
D.C. m ains receivers. I t  is 
an  excellent general purpose 
screen grid for H .F . o r I .F . 
work, its  ro b u st construction  
ensuring  consisten tly  sa tis
fac to ry  service.
DS. is available w ith  m eta l
lised bu lb  if desired.

Approxim ate Operating Data.

Anode Volts. Screen Volts. Grid Bias.
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-T -l U PPROXIMATE DATA - I - - J  
LAMENT CURRENT 025 AMP 

FILAMENT VOLTS 16 (APPRO/J 
' MAX ANODE VOLTS 200 ~
- MAX SCREEN VOLTS 70 -  

x AMPLIFICATION FACTOR 550

IMPEDANCE 500.000 OHMS 
x MUTUAL CONDUCTANCE I I  Na/ V I^  . 
x TAKEN WITH £*200 £s 60 Eg Pro T

A 100 . ,  ISO
A n o d e  V o l t s

DH, High 
Magnification, 15/-

D H  is a  h igh efficiency general purpose 
valve  for use as a  d e tec to r o r first low 
frequency  am plifier. I t  m ay  be used 
w ith  tran sfo rm er o r resistance coupling 
in th e  m ajo rity  of m odern  circuits.
D H  is availab le  w ith  m etallised bu lb  
if desired.

Approxim ate Operating Data.

Circuit. Anode Volts G rid Bias.

L eaky  G rid or 
Pow er Grid 
D e tec to r 50-150 C onnect lower 

end of leak  to
Anode B end C athode
D etec to r 100-200 - 2  to  - 6

A m p l i f i e r 100-200 - 1 1  to  - 3


