
MARCONI 2 -VO LT VALVES

PT 2, Pentode, 
20/-

PT .2  is a  new p en tode  
o u tp u t valve designed 
p a rticu la rly  for use when 
econom y in cu rren t con
sum ption  is of first im 
portance. O u tp u t is qu ite  
ad eq u a te  for th e  operation  
of m oving iron  speakers, 
while its  sm all cu rren t 
requ irem ents render PT .2 
idea l for m an y  p o rtab le  
and o th er b a tte ry  oper
a ted  receivers, in w hich its 
h igh am plification  facto r 
is a  real advan tage .
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Approximate Operating Data.

Anode
Volts.

Screen
Volts.

Grid
Bias.

Anode
Current.

150 150 - 4 . 5 6 .5
125 125 - 3 5 .8
100 100 - 3 3 .0 PT 240, Pentode, 20/-
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PT240
APPROXIMATE DATA

-F i l a m e n t  vo lts  2  0  m a x

An o d e  W l ts  Ea  IS O  Ma x
SCREEN VOLTS Esa 150 M l 
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PT.240 is a  p en tode  o u tp u t valve 
su itab le , like PT .2, for receivers in 
w hich only one L .F . stage is used. I ts  
pow er o u tp u t is apprec iab ly  g rea ter 
th a n  P T .2  while i t  re ta in s  th e  ch arac 
te ris tic  h igh am plification fac to r of th e  
pen tode . PT .240 is th u s  an  excellen t 
valve  for op eratin g  m oving coil speakers 
a t  m o d era te  volum e.

Approximate Operating Data.

Anode Screen Grid Anode
Volts. Volts. Bias. Current.

120 100 - 6 9 m .a.
150 150 - 9 16 m .a.


